


EX FAK Series

Foot switch, high operational force, robust mechanism

SWITCH FUNCTION

SWITCH FUNCTION CONNECTED TERMINALS / SCHEMATIC
NO. [MODEL
POLES | NO. P‘i" P?:-Z Poiﬂ Po‘s.z
FAKS7 ON (ON) 2(COMM) 2 (COMM)
SP 2-1 2-3
FAKSL ON ON 17L'3 19&3
FAKD7 ON (ON) 2(COMM) 5 2 (COMM) 5
DP 2-1,5-4 - - 2356 ; :
FAKDL ON ON R 1%3 e
FAK37 ON (ON) 2(COMM) 5 8 2 (COMM) 5 8
3P FAK3L ON ON 2-1’5-4’8-7 1]La3 4]L-6 77Lug 2-3’5-6’8-9 19&3 49&5 79&9
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EX FAK Series

Foot switch, high operational force, robust mechanism

TERMINATION OPTIONS

M1 SolderLug | M2 PC Thru-hole P.C.B MOUNTING
\
| 6-0.047 "4 6-0.047 "% 9-0.047 j;’q‘"i |
S—~ } % [6—@1.20f818holes % [6-¢1-20f328h0|65 /79"2’1'20{0-0 oles
m | 31
315 315 378
Lo L 039 800 ¢ 8.00 9.60
2.00 ‘ 1.00 * * *
| ol | .098 197 I ST A
| 2.50 5.00 10.60
.029(0.75) THK.
029(0.75) | 029(0.75) THK. S7/5L D7/DL 37/3L
\
HARDWARE
NUT } WASHE } } PANEL MOUNTING
'5_51 098 | ‘ ‘
2.50
\ 2230 | \
| 01600 | |
630 | | |
16.00 ‘ ‘ ‘
| 5484 | | 2'14292
M12x0.75 SI \ | 21230 \ '
\ 1 Q20| 039 THK \
| =%% 0 10 |
| | |
MNU-PA03 | NU-7K01 | NU-1M09 |
PUSHBUTTON SWITCH
SPECIFICATIONS

LIFE CYCLES: 20,000 cycles.
OPERATING FORCE: 650+200gf.cm

* Working force for bushing with nut:Test with torsion meter
and increase torsion greater then 8kgf.cm.

* Stay-Nut torsion strength 8kgf.cm.

%1 pc. of nut is packed separately.

PART NO.(P/N.)
FAK-P1B1-5

—I—— Additional hardware
Bushing

Actuator
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