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Rotational Torque

Positions 
 Operating Temperature Range

 
Actuation Life Cycle
Voltage Rating

Insulation Resistance
Dielectric Strength
Contact Resistance

10, 16 

20,000 steps 
50VDC@100mA (max.) ; 20mVDC@1μA(min.)

  1000 MΩ min @ 100VDC

250VAC for 1 minute
80mΩ max.

Materials

Materials
Base Cover Actuator Contact Terminal

Polyamide 
with glass fiber

Polyamide 
with glass fiber

LCP 
with glass fiber

Gold plated 
beryllium copper

Tin plated 
brass

Part Name

Material

Waterproof available
Available for 10, 16 positions
SMD or through holes
Sharp detent feel
Multiple options of actuators

  

Product Features

01

RSF Series

-30°C ~ 85°C

10*10mm rotary coded switch, SMD and through hole

Specification
144 ~ 432 gf.cm

Part Number

RSF
Series

Actuator Style

A  Flush, slotted, arrow indicator
B  6.86mm, slotted, arrow indicator
C  4.32mm, slotted, arrow indicator
Z  Flush, arrow slot

Position
10  10-position
16  16-position

Code
R  Real Code

Terminal Style
K  Through hole, kink
M  SMD, gull-wing
J  SMD, J-bent

Note: Please contact APEX for not listed options in terms of positions, codes, terminals, actuators, lower profile, ..., etc. Most are available upon request.
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RSF A/ B/ C, SMD

RSF A/ B/ C, Thru hole
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PCB Land Pattern

PCB Land Pattern

RSF Series
10*10mm rotary coded switch, SMD and through hole
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RSF Series
10*10mm rotary coded switch, SMD and through hole

RSF-Z, SMD

C
  4.32mm, slotted, arrow indicator

A
  Flush, slotted, arrow indicator

B
  6.86mm, slotted, arrow indicator

Actuator Style
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Z
  Flush, arrow slot


